
Unit Dimensions / Weight

Width:
Depth:
Height:
Net Weight:

8 inches/205 mm
9.8 inches/250 mm
5.2 inches/132 mm
6 lbs/2.8 Kgs

Ideal companion to Analog Switchers - Add DV inputs where you want.
Use Analog Production Monitors Add new life to analog monitors with a DV source.
Use long DV cables with repeaters and forget about signal loss.
Works on 12VDC
NTSC/PAL Selectable

DAC-6 Chasis Interlock

Multiple DAC-6's may be locked together and stacked or rack mounted.

DV FORMAT CONVERTERS COMPARISON CHART

PRODUCT DAC - 5 DAC - 6 DAC - 10 DAC - 30 DAC - 100

How Many DV Jacks? 2 2 2 2 2

S(Y/C) & Composite In & Out Out Only Out Only Yes Yes Yes

Component (Y.U.V) I/O (Betacam) Out Only Out Only Yes Yes

Color Processor Control No Yes Yes

Audio Input Level Control No Yes Yes

NTSC/PAL Selectable Yes Yes Yes Yes

0/7.5 IRE Selectable Yes Yes Yes Yes

Balanced Audio In/Out No Yes

Unbalanced Audio In/Out Out Yes Yes Yes

Audio Meters No Yes Yes

TBC Built-In YES

SDI In & Out (SMPTE 259m) Yes Yes

Color Bar Generator No Yes Yes Yes

RS-422 Interface No Yes

Black Burst Out Yes Yes Yes

Locked/Unlocked Audio Yes Yes Yes Yes No

Power DC12V/12W DC12V/6W DC12V/10W DC12V/18W DC5V/6W

Rackmount Yes Yes *

* DAC-30 Rackmount Chassis
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